The 9110 Ag-Probe TR is the newest model in the AMS PowerProbe line up. It is designed for use in agricultural and environmental sampling. This model can be mounted on most standard tractors that meet the standard weight limits. The 9110 Ag-Probe TR is powered by the Power Take Off (PTO) from the tractor. Each model can be equipped as a complete package or sold individually if the customer already has an approved tractor available.
MAST & PROBE
- Probe stroke: 60"
- Down force: 10,000 lbs
- Pull-up force: 14,000 lbs
- Head travel rate up: 10 sec
- Head travel rate down: 12 sec
- Probe angles: 30°
- Foot vertical stroke: 16"

ENGINE & HYDRAULICS
- Power Source: Power Take Off (PTO) from tractor
- Minimum HP Requirement: 17.5
- Minimum (PTO) RPM: 540
- Hydraulic oil pressure: 2,000 psi
- Hydraulic flow rate: 10 gpm
- Hydraulic oil capacity: 6.5 gal

DIMENSIONS
- Overall length: 44.5"
- Overall width: 38.5"
- Overall height (standing): 90"
- Mast extended height: 134"
- Weight: 975 lbs

CUSTOMER SERVICE
Everyone at AMS is dedicated to exceeding our customers’ needs and expectations. From answering questions about availability, use and care, to developing customized products, we’re here to help. Call 208-226-2017 or 1-800-635-7330 for more information.